EFC/DD-MC Frequency range 70 - 600 MHz

Gain over 1/2 wave dipole
V.S.W.R

Maximum input power
Input impedance

Half power beam width
Bandwidth

Polarisation
Connection

Support boom material

Radiating elements material
Above 390 MHz

Castings

Insulator

Nuts and bolts
Front to back ratio

Elevation

270

240 300

210 330

180

Specifications

The EFC/DD series dual folded dipoles are

manufactured to a high degree of

telecommunications specification. Ideally suited to applications
such as coastguards where no back signal is required and
minimum interference

2.9dB (5.05 dBi)

<1.5:1

150 Watts

50 Ohms

E-plane 75 ° H-plane 180 °
+/-1.5% VHF | +/- 2% UHF
Vertical or horizontal

3 metre length of RG213
N-type socket and PVC sleeve

1.1/4” x 12swg aluminium tube

3/4” x 16swg aluminium tube
1/2” x 16 swg Aluminium tube

Aluminium kemloc

Black carbon polyethylene

18/8 stainless steel with nyloc nut
Better than 20 dB

Azimuth

270

240 300

210 330

180 0

150 30 150 30

120 60 120 60

90 90

MANUFACTURED TO CUSTOMER SPECIFIC FREQUENCY REQUIREMENTS 19

Radio Structures Ltd, TRS Complex, Gatelodge close, Round Spinney Industrial Estate, Northampton, NN3 8R]
Telephone: +44 (0) 1604 790005  Fax: +44(0) 1604 790797 Email: sales@radiostructures.com
www.radiostructures.com 2013 product catalogue © All rights reserved



